308mm

Part no

SL-SP-BRAVO1-WW
SL-SP-BRAVO1-CW
SL-SP-BRAVO1-RGB

Spike 6a(M18)

£

£

<

x
LED Colour Optics
3x2W 3000K 15°,20°,30°,45°
3x2W 6000K 15°,20°,30°,45°
3x2W REE 30°

Charakterystyka

Obudowa: Odlew aluminiowy

Szkto hartowane 4mm

Kabel zasilajgcy: 2x1.0mm?2L=0,5 m (24V)
Kabel zasilajgcy: 3x1.0mm?L=0,5 m (230V)
Kabel zasilajgcy: 4x0,75mm?L=0,5 m(RGB)
Kolec do montazu w gruncie

Opcjonalnie kolor LED: R,G,B, Amber,NW

Specification

Housing: coated aluminium

Step tempered glass 4mm

Power cable: 2x1.0mm?2L=0,5 m (24V)
Power cable: 3x1.0mm?L=0,5 m (230V)
Power cable: 4x0,75mm?L=0,5 m (RGB)
Plastic spike

Optional colour LED: R,G,B,Amber, NW

Powder painting Liquid painting color Powder painting

RAL9005 RAL7037
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Spot Light Wall Mounting Flood Light Wall Mounting Flood Light
15° 20° 30° 45°
Voltage Power Lumen
24V/[230V 12w 680Im
24V[230V 12w 889Im

24V 13W -
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